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§ 127.120 Procedure for submittal of 
plans. 

If a vessel is to be constructed, al-
tered, or repaired, the plans, informa-
tion, and calculations required by this 
part must be submitted— 

(a) To the OCMI in the zone where 
the vessel is to be constructed, altered, 
or repaired; or 

(b) By visitors to the U.S. Coast 
Guard Marine Safety Center, 1900 Half 
Street, SW., Suite 1000, Room 525, 
Washington, DC 20024, or by mail to: 
Commanding Officer, U.S. Coast Guard 
Marine Safety Center, JR10–0525, 2100 
2nd Street, SW., Washington, DC 20593, 
in a written or electronic format. In-
formation for submitting the VSP elec-
tronically can be found at http:// 
www.uscg.mil/HQ/MSC. 

[USCG–2007–29018, 72 FR 53966, Sept. 21, 2007] 

Subpart B—Particular Construction 
and Arrangements 

§ 127.210 Structural standards. 
(a) Except as provided by paragraphs 

(b) and (c) of this section, compliance 
with the construction and structural 
rules established by the American Bu-
reau of Shipping and incorporated by 
reference in § 125.180 is acceptable for 
the design and construction of an OSV. 

(b) The current standards of other 
recognized classification societies, or 
any other established current standard, 
may also be used upon approval by the 
Commandant (G-MSE). 

(c) If no established current standard 
for design is used, detailed design cal-
culations must be submitted with the 
plans required by § 127.110 of this part. 

(d) The plans required by § 127.110 of 
this part should specify their standard 
for design. 

§ 127.220 General fire protection. 
(a) Each vessel must be designed and 

constructed to minimize fire hazards, 
as far as reasonable and practicable. 

(b) Exhausts of internal-combustion 
engines, galley uptakes, and similar 
sources of ignition must be kept clear 
of and insulated from woodwork and 
other combustible matter. 

(c) Paint lockers and similar com-
partments must be constructed of steel 
or be wholly lined with steel. 

(d) Except as provided by paragraph 
(e) of this section, when a compart-
ment containing the emergency source 
of electric power, or vital components 
of that source, adjoins a space con-
taining either the ship’s service gen-
erators or machinery necessary for the 
operation of the ship’s service genera-
tors, each common bulkhead and deck 
must be of ‘‘A–60’’ Class construction 
as defined by § 72.05–10 of this chapter. 

(e) The ‘‘A–60’’ Class construction re-
quired by paragraph (d) of this section 
is unnecessary if the emergency source 
of electric power is in a ventilated bat-
tery locker that— 

(1) Is located above the main deck; 
(2) Is located in the open; and 
(3) Has no boundaries contiguous 

with other decks or bulkheads. 

§ 127.230 Subdivision and stability. 

Each vessel must meet the applicable 
requirements in subchapter S of this 
chapter. 

§ 127.240 Means of escape. 

(a) Except as provided by paragraphs 
(l) and (m) of this section, there must 
be at least two means of escape, exclu-
sive of windows and portholes, from 
each of the following spaces: 

(1) Each space accessible to offshore 
workers. 

(2) Crew accommodations and each 
space where the crew may normally be 
employed. 

(b) At least one of the two means of 
escape must— 

(1) Be independent of watertight 
doors in bulkheads required by part 174 
of this chapter to be watertight; and 

(2) Lead as directly to the open deck 
as practicable. 

(c) The two means of escape required 
by paragraph (a) of this section must 
be widely separated and, if possible, at 
opposite ends or sides of the space, to 
minimize the possibility that one inci-
dent will block both escapes. 

(d) Except as provided by paragraph 
(e) of this section, a vertical ladder 
ending at a deck scuttle may not be ei-
ther of the means of escape required by 
paragraph (a) of this section. 

(e) A vertical ladder ending at a deck 
scuttle may be the second means of es-
cape if the— 
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